
4 Ton Starter Kit 

      S 
13-11634 
Male Adaptor 

        E 
     10-11644 
  Male Connector 

  K 
13-11619 
Body Toe D 

4-50577 
3” Rubber          

Head Assembly 

      F 
10-11694 
Chain & Hook 
(2 per kit) 

             B 
              13-11626 
    90° Concave “V”’ Base 
            (2 per kit) 

       A 
  13-11620 
   Clamp Head 
    (one per kit) 

         AH 
      5-52047 
  Hyd. Mini Spreader 
     *Optional 

       G 
   13-11627 
Chain pull plate 
    (one per kit) 

           V 
      13-11636 
 Ext. Tube Connectors 
        (3 per Kit) 

        T 
   13-11635 
Female Adaptor 

   AG 
13-11695 
   Hose 

   AN 
13-11678 
Ram Cap 

       AO 
     2-53329 
  Thread Protector 

         AB 
      19-11810 
   Coupler Ram Half 

     W 
   5-52005 
4 Ton Pump 

    X 
5-52006 
4 Ton Ram 

O L 
M 

P 

      I  
  13-11617 
Wedge Head 
 (one per kit) 

   U 
 58451 
Lock Pins 
(4 per kit) 

    C  
 13-11625   
  Flat Base  

Model # 5-52001 

13-11633 

13-11632 
13-11629 13-11630 

        J 
    13-11618 
    Plunger Toe 
    (one per kit) 

56168 Carry Case 
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10 Ton Starter Kit 
Model # 5-52011 

               A   
      13-11621 
Clamp (Offset) Head 

                    B 
              13-11651 
    90° Concave “V” Base 
            (one per kit) 

          C 
  13-11623 
   Flat Base 

             D 
     4-50578 
3’’ Rubber Head 
     Assembly 

      E    
 13-11656 
Male Connector 

        F 
19-11668 
Chain & Hook 
2 per kit 

         G 
13-11622 
Chain Pull 

Plate 

          I 
13-11652 
Wedge Head 
(one per kit) 

      K 
13-11654 
Body Toe 

L  13-11660    
18’’ Ext. Tube 

M  13-11659 
  15’’ Ext. Tube 

O 13-11657 
  6’’ Ext. Tube 

AC   13-11658 
12’’ Ext. Tube 

AI 
19-11706 

 5’’ Rubber Head 
 Assembly 

T 
13-11662 
Female Adaptor 

               U 
   56043    Lock Pins 
        4 per kit 

   W 
5-52015 
10 Ton Pump 

AA 
19-11814 
Coupler 
Hose Half 

   AD 
13-11650 
Spreader Toe 

         J 
13-11649 
Plunger Toe 

AG 
13-11597 
Hose 

AH 
5-52047 

*OPTIONAL 
Hyd. Mini Spreader 

   X 
5-52016 
10 Ton Ram 

AB 
19-11813 
Coupler 
Ram Half 

  AN 
13-11692 
Ram Cap 

AO 
2-53328 
Thread  
Proctors 

            V 
     13-11663 
Ext. Tube Connectors 
        2 per kit 

AE 
13-11653 

Clamp End Toe 
(one per kit) 

         S 
   13-11661 
 Male Adaptor 
     2 per kit 

59159 
Carry Case   
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20 Ton Starter Kit 
Model # 5-52029 

AN 
2-59174 

Ram Caps 

X 
5-52028 

20 Ton Ram 

AB 
19-11813 

Coupler Ram 
Half 

G 
4-59427 

Chain Pull Plate 
    One per kit 

AL 
4-59436 
Toe Lift 

F  
4-59434 

Chain & Hook 
2 per kit AK 

4-59429 
Plunger Base 

AJ 
4-59431 

Ram Base 

AM 
4-59435 
Coupling 
2 per kit 

R 
4-59440  20” Ext. Tube 

Q 
4-59438 24” Ext. Tube 

N 
4-59442 10” Ext. Tube 
2 per kit 

W 
5-52015 
Pump 

AG 
13-11597 
Hose 

AA 
19-11814 
Coupler Hose 

AO 
2-59178 

Thread Protectors 

American Made…………….with American Pride 

59159 
Carry Case 
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PARTS DESCRIPTION BREAKDOWN FOR STARTER KITS   
                                                             PART #                        PART #                      PART #          
                                                            5-52001            #           5-52011        #          5-52029          #     
  PART DESCRIPTION                         4 TON        Needed    10 TON     Needed     20 Ton    Needed 

 

 
Clamp (Offset) Head (one) A 13-11620       13-11621     

90°   Concave "V" Base B 13-11626 2 13-11651     
Flat Base C 13-11625  13-11623     

3" Rubber Head Assembly D 4-50577  4-50578     

    3”  Rubber Head Only    NOT SHOWN 13-11639  13-11639     

Male Connector E 10-11644  13-11656     

Chain & Hook F 10-11694 2 19-11668 2 4-59434 2  

Chain Pull Plate G 13-11627  13-11622  4-59427   

Wedge Head I 13-11617  13-11652     

Plunger Toe J 13-11618  13-11649     

Body Toe K 13-11619  13-11654     

18" Extension Tube L 13-11633  13-11660     

15 " Extension Tube M 13-11632 3 13-11659     

12" Extension Tube AC   13-11658     

10" Extension Tube N     4-59442 2  

6" Extension Tube O 13-11630  13-11657     

3" Extension Tube P 13-11629       

24" Extension Tube Q     4-59438   

20" Extension Tube R     4-59440   

Male Adaptor S 13-11634  13-11661 2    

Female Adaptor T 13-11635  13-11662     

Lock Pins U 58451 4 56043 4    

Ext Tube Connectors V 13-11636 3 13-11663 2    

Pump W 5-52005  5-52015  5-52015   

Standard  Ram X 5-52006  5-52016  5-52028   

Quick Disconnect (Hose & Ram) Z 19-11812  19-11815  19-11815   

Coupler Hose Half AA 19-11811  19-11814  19-11814   

Coupler Ram Half AB 19-11810  19-11813  19-11813   
Spreader Toe AD   13-11650     

Clamp End Toe AE   13-11653     

5”  Rubber Head Assembly AI   19-11706     

5”  Rubber Head Only  NOT SHOWN  19-11704     

Hose AG 13-11695  13-11597  13-11597   

*OPTIONAL Hyd. Mini Spreader AH 5-52047  5-52047     

Ram Base AJ     4-59431   

Plunger Base AK     4-59429   
Toe Lift AL     4-59436   

Coupling AM     4-59435 2  

Ram Caps AN 13-11678  13-11692  2-59174   

Thread Protectors AO 2-53329  2-53328  2-59178   

 Carry Case  56168  59159  59159   
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       Transmission Jack 

Capacity Model  Low         Raised Chassis Caster Shipping
(LBS.) Number Use Height      Height     L        W Diameter Weight

2000 LBS.     D-51404 Truck and Bus 9-1/4" 35-3/16" 47-1/4"    23- 5/8" 4" 255 LBS.

TRANSMISSION JACK: 
FEATURES: 
• Wide base for stability. 
• 360 degree pump handle rotation for flexibility in operation. 
• D-51404 has 4" diameter ball bearing casters.  Head can be tilted 18 degrees  
      forward 15 degrees back and 15 degrees to either side. 
• Accessory items shown provide versatility in handling a broad range of  
      transmissions. 
 
  

100% American  Made…..with American Pride 
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In this final phase of  
production each bottle  
jack and long ram jack is  
pressure tested by   
qualified personnel. 

Master gages, re-calibrated 
and re-certified annually. 

Our industrial parts washer is used to power 
wash every component that goes into our jacks 
to eliminate as much contamination to the 
internal workings of the jack as is possible to 
insure the longevity of our equipment in the 
field. 

U.S. JACK, going the extra distance to insure the 
HIGHEST QUALITY product possible…………. 

Computerized and metered  
delivery system for hydraulic 
fluid to all jacks insures the  
optimum operation of each jack 
when it leaves our factory. 

In house painting capability 
for short run production and 
custom finishes.  Production 
painting capabilities for high 
volume applications are  
located off site. 
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U.S. Jack  and  American Pride 
 

1120 South Crystal Avenue,  Benton Harbor  MI 49022       PO Box  8826  Benton  Harbor  MI 49023   
PH 269-925-7777          Toll Free 800-535-2257 

 Fax 269-925-6656 

Supporting member of the  
Equipment Service Association  

since 1988 
 
 

WARRANTY INFORMATION: 
 
   All U.S. Jack manufactured products are warranted for a period of one year against defects in material and  
                workmanship.  This warranty is limited to the original consumer purchaser.  Warranty does not cover damage  
                due to accident, neglect, or misuse, or products that have been altered or modified, or to which attachments not  
                recommended by the manufacturer have been added.  Proof of  purchase is required and all warranty claims  
                should be submitted directly to U.S. JACK COMPANY.  
 
                U.S. Jack  provides a network of Authorized Service Centers to provide you with repairs or replacement parts  
    for items manufactured by U.S. Jack.  Call U.S. Jack to find the nearest Service Center. 
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